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Table of Guidelines for Marquee and Canopy Hold Down Weights 
Weights for wind speeds up to 60 km/h (32 knots) 
 

    

Weights specified in table are weights to be provided for each "leg".  Weights are specified for a maximum Basic Wind Speed of 
60km/h.*  Weights are to be installed in accordance with manufacturers’ specifications. 
Corner leg means leg at the outer four corners. Internal leg means two legs that are tied together at the centre of the marquee.   
 
*Note:  It is the responsibility of the stall holder to erect marquees & canopies as per the above table and the City of Boroondara is not  responsible for either 
inspecting or checking marquees prior  to or post installation. 

  

          

Marquee Type  Dimensions Open  
One Side 
Closed 

Two Sides 
Closed 

Open 
Corner Leg  

Open 
Internal Leg 

One Side Closed 
Corner Leg 

One Side Closed 
 Internal Leg  

    
Weight per 

Leg (kg) 
Weight per 

Leg (kg) 
Weight per 

Leg (kg) 
Weight per 

Leg (kg) 
Weight per 

Leg (kg) 
Weight per Leg 

(kg) 
Weight per Leg (kg) 

Type 1 3m x 3m x 2.1m high  20 45 70 N/A N/A N/A N/A 

Type 2 4m x 4m x 2.1m high 40 60 85 N/A N/A N/A N/A 

Type 3 
2 x [3m x 3m x 2.1m 
high] tied together  N/A N/A N/A 20 40 45 80 

Type 4 4.6m x 3.1m x 2.1m high  35 N/A N/A N/A N/A N/A N/A 

Type 5 
1.8m x 3m x 2.1m high 
canopy off side of Van  20 N/A N/A N/A N/A N/A N/A 
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Table of Guidelines for Marquee and Canopy Hold Down Weights 
Weights for wind speeds from 60 km/h (32 knots) to 90km/h (49 knots) 
 

    

Weights specified in table are weights to be provided for each "leg".  Weights are specified for a maximum Basic Wind Speed from  
60 km/h up to 90 km/h.*  Weights are to be installed in accordance with manufacturers’ specifications. 
Corner leg means leg at the outer four corners. Internal leg means two legs that are tied together at the centre of the marquee.   
 
*Note:  It is the responsibility of the stall holder to erect marquees  & canopies as per the above table and the City of Boroondara is not responsible for either 
inspecting or checking marquees prior  to or post installation. 

 

          

Marquee Type  Dimensions Open  
One Side 
Closed 

Two Sides 
Closed 

Open 
Corner Leg  

Open 
Internal Leg 

One Side Closed 
Corner Leg 

One Side Closed 
 Internal Leg  

    
Weight per 

Leg (kg) 
Weight per 

Leg (kg) 
Weight per 

Leg (kg) 
Weight per 

Leg (kg) 
Weight per 

Leg (kg) 
Weight per Leg 

(kg) 
Weight per Leg (kg) 

Type 1 3m x 3m x 2.1m high  55 100 150 N/A N/A N/A N/A 

Type 2 4m x 4m x 2.1m high 95 150 200 N/A N/A N/A N/A 

Type 3 
2 x [3m x 3m x 2.1m 
high] tied together  N/A N/A N/A 50 100 100 200 

Type 4 4.6m x 3.1m x 2.1m high  85 N/A N/A N/A N/A N/A N/A 

Type 5 
1.8m x 3m x 2.1m high 
canopy off side of Van  45 N/A N/A N/A N/A N/A N/A 


